
Subject: Cracked A-4 Plexi
Posted by Shaun_Musings on Wed, 24 Jan 2018 23:32:05 GMT
View Forum Message <> Reply to Message

Hey, everyone, I have three Kustom A-4 heads (1967 with two circuit breakers SN #16767, 1968
#20084, 1968 #21242). I somehow managed to crack the face plate on the left (Trem/Vib side) on
the #20084 A-4. Some of the underside paint appears to have come off, as well. Any suggestions
on what I can do? I have an A-5 donor head that was sold to me by a friend on here; would the
holes match up?

SDC

Subject: Re: Cracked A-4 Plexi
Posted by stevem on Thu, 25 Jan 2018 10:59:07 GMT
View Forum Message <> Reply to Message

I don't know what your thinking here as the face plates between the A4 and A5 heads from 1968
and up even though they will exchange fit wise are labeled different so I can't see how you would
make use of the swap?!

Whenever you remove a face plate some of the gloss black paint on its rear will come off, what I
do is just touch it up with gloss black enamel from a bottle or enamel spray from a can.
Do not use a lacquer base paint!

Subject: Re: Cracked A-4 Plexi
Posted by Shaun_Musings on Sat, 27 Jan 2018 22:56:53 GMT
View Forum Message <> Reply to Message

Page 1 of 1 ---- Generated from VintageKustom.com

http://www.vintagekustom.com/FUDforum/index.php?t=usrinfo&id=1767
http://www.vintagekustom.com/FUDforum/index.php?t=rview&th=4517&goto=26493#msg_26493
http://www.vintagekustom.com/FUDforum/index.php?t=post&reply_to=26493
http://www.vintagekustom.com/FUDforum/index.php?t=usrinfo&id=212
http://www.vintagekustom.com/FUDforum/index.php?t=rview&th=4517&goto=26494#msg_26494
http://www.vintagekustom.com/FUDforum/index.php?t=post&reply_to=26494
http://www.vintagekustom.com/FUDforum/index.php?t=usrinfo&id=1767
http://www.vintagekustom.com/FUDforum/index.php?t=rview&th=4517&goto=26504#msg_26504
http://www.vintagekustom.com/FUDforum/index.php?t=post&reply_to=26504
http://www.vintagekustom.com/FUDforum/index.php

